
KEY FEATURES

Ultra lightweight

One piece, distortion free moulded lens

Moulded nose bridge

Dielectric design contains no metal parts

Pressure free temples

Fully recyclable all polycarbonate frame

COMPONENT SPECIFICATION
LENS 9 base curve 
LENS TYPE One piece injection moulded polycarbonate
FRAME Polycarbonate
TEMPLE Polycarbonate
WEIGHT 22 grams
NOSE PIECE Moulded 
FIT Small/Medium

COUNTRY OF ORIGIN Taiwan

CLEANING AND STORAGE
Lenses should be cleaned on a regular basis

For best results use our Aquaclean Plus lens cleaning range 
AC 500 (Box of 500 pre-moistened towelettes)
AC 100 (Box of 100 pre-moistened towelettes)
AC 500CS (Cleaning station / 500ml spray bottle / tissues)
Avoid cleaners that contain alcohol / ammonia
All products should be kept in a clean and dry environment and 
placed in a microfibre pouch or carry case after each use

STANDARDS
AS/NZS 1337.1 : 2010
Medium Impact
Certified: SAI Global Lic 25492
Additional Standards: ANSI Z87.1+

For guidance and the use of occupational eye protectors refer to AS/NZS 1336.1997

PACKAGING
10 pairs per inner box
250 pairs per outer carton

VARIATIONS

REF FRAME LENS TINT LENS COATING VLT FILTERS CAT EAN
BL 71C Clear Clear Anti-Fog/Anti-Scratch 91% 9% 0 9336208002210

BL 71S Smoke Smoke Anti-Fog/Anti-Scratch 13% 87% 3 9336208002227
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The CLONE is a lightweight, one-piece polycarbonate lens design with distortion-free optics and a wide field of view.  
It features a metal-free dielectric frame and wide lateral pressure-free temples that are ergonomically optimised for 
comfort, fit and enhanced side coverage for added protection. 
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